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DOCUMENT NAME:..ccceiiieeieecrrireetiiriiiitieietetittteereesessseraresaassesessssessassssreseens Hytera — Radio Activity Test Summary June 2016
Dates of Report:......ccccoceeeceeerreenenen. eeteeterteetenteeeteat et enebeeaeetesaeereeanenen 23 June 2016
DMR Association Test rmco_,mﬁo:\ Code: ...ceveereeneen. rererirsnnnnenanes DMRA102
DMRAssociation_TIER_li_Interoperability_Test_Laboratory Location: ......Via De Notaris 50, 20128 Milan, Italy
Date(s) of Test:.....coevurevrurennens e eteteeit e e i —e—eteteteteabenteeaseetesntenneseneantens 23 june 2016

Equipment Details:

Manufacturer A DMR Equipment System Tested

Manufacturer Radio Activity — Base Station.

Model Master and Satellite: KA-450, KAIROS Family
Firmware TRX: 1.6.1.0, DSP: 4.34

Operating Freq. Range 400 to 470 MHz

Serial Number(s) Master: 450KA3536, Satellite: 450KA3539

Manufacturer B DMR Equipment System Tested

Manufacturer Hytera

Model pD98s

Firmware A7.08.07.000

Operating Freq. Range 350 to 527 MHz

Serial Number(s) A13F6R0019, A13F6R0024, A13F6R0004, A13F6R0002

Testers Initials: \Q\ Q,NQA\U«V\ Approver Initials: %& %
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Test Sessions Verdicts

[1] Interoperability Testing For DMR Tier 2 Systems - Mandatory V. 1.0.3

. Feature’s .
Test Session Feature Verdict |Comments
Status
Grouo Call in repeater Tested the following functionalities:
{11 - 2.3 Group Call Boo_mn P M P Repeater mode: Channel Access, BS Activation, Voice
Repeating, Call Hangtime, Late Entry.
Tested the following functionalities:
Individual PAT i
[1] - 2.4 Individual Call - PATCS ndividua ¢S call in M P Repeater mode: Channel Access, BS Activation, Voice

eat
repeater mode Repeating, Call Hangtime, Late Entry

Tested the following functionalities:

Repeater mode: Channel Access, BS Activation, Voice
Repeating, Call Hangtime

Tested the following functionality:

Repeater mode: Channel Access, BS Activation,
Repeating, Late Entry.

[1]- 2.5 Individual Call - 0Acsy |!ndividual OACSU call in) P
repeater mode

[1]-2.6 AllCall Voice

All Call in repeater mode M P

Date of report issue: 23" June 2016.
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[1] Interoperability Testing For DMR Tier 2 Systems - Optional V. 1.0.3
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ure’ .
Test Session Feature Feature’s Verdict |Comments
Status
Radio Check in repeater Tested the following functionalities:
{1] — 2.3 Radio Check mode P 0 P Channel Access, BS Activation, Radio Check initiation and
response,
Tested the following functionalities:
[1]-2.4 Call Alert Call Alert in repeater mode 0] p Channel Access, BS Activation, Call Alert initiation and
response,
. . Tested the following functionalities:
R .
[1] — 2.5 Radio Disable/Enable adio Disable/Enable in 0 p Channel Access, BS Activation, Radio Disabling, Re enabling
repeater mode . .
the disabled radio
Remote Monitor i Tested the following functionalities:
[1] — 2.6 Remote Monitor 0 P Channel Access, BS Activation, Initiating Remote Monitor,
repeater mode . i . . .
Voice repeating from a radio being monitored,
Emereenc Alarm - Tested the following functionalities:
[1] - 2.7 Emergency Alarm gency (0] P Channel Access, BS Activation, Emergency Alarm initiation and
repeater mode
response
Emereency Call in repeater Tested the following functionalities:
[1] - 2.8 Emergency Call gency P 0 P Channel Access, BS Activation, Emergency voice repeating,

mode

Group voice repeating, Late Entry

Date of report issue: 23" June 2016.
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[1] Interoperability Testing For DMR Tier 2 Systems — Data Features V. 1.0

repeater mode

. Feature’s .
Test Session Feature Y Verdict |Comments
Status
Tested the following functionalities:
- Individual Text Message in Channel Access, BS Activation, Individual Text Message
1] - 2. 1 M
(4 3 Individual Text Message repeater mode © P initiation and response, UDP/IPv4 Header Compression with %
rate FEC and L2 confirmed delivery
Tested the following functionalities:
Gro Text M in Ch I A , BS Activation, Group Text Message initiation,
[1]- 2.4 Group Text Message up Tex essage | o p annel Access iv p ge i

UDP/IPv4 Header Compression with % rate FEC and L2
unconfirmed delivery

Date of report issue: 23 June 2016.
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